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DISTRIBUTION AMPLIFIERS

VM-24HDCP 2x1:4 DVI Distribution Amplifier GROUP 1

Bl S P The VM-24HDCP is a high-performance distribution amplifier for DVI

signals. The unit reclocks and equalizes one of 2 selectable input signals
and distributes it to 4 identical outputs.
< EEE——

= = = i . e ry y Max. Data Rate - 2.25Gbhps.

JEE) ). JEERe JGmme)e «[@Eg. Ee- .- - y HDTV Compatible.

y HDCP Compliant.

y" Enhanced EDID (Extended Display Identification Data) - The unit can
store and recall an EDID from one output, from several connected
outputs (auto-mix) or acquire the default EDID in non-volatile memory
from the output allowing convenient and reliable connection to the
source.

y Flexible Control Options - Front panel, RS-232 (K-Router™ Windows®-
based software is included), & IR remote (included).

Yy Worldwide Power Supply - 100-240V AC.

y Standard 19” Rack Mount Size - 1U. Rack “ears” included.

VM-73 1:3 Multi-Format Video, HDMI & Computer Graphics Video Distribution Amplifier GROUP 1

The VM-73 is a 5-input multi-format distribution amplifier for composite,

s-Video (Y/C), component (YUV), computer graphics video and HDMI
[ signals. The unit is five 1:3 distribution amplifiers in one package.

FEATURES

vy High Bandwidth (-3dB) - Composite: 430MHz; s-Video (Y): 440MHz;

B[  FEOE CEm- - iﬁ.’:}.@_@.@.@p:; '#_E component (YUV) 430MHz; computer graphics video: 405MHz.
L‘ﬁii - W P00 00 y HDTV Compatible.

y Max. Data Rate (HDMI) - 2.25Ghps.

y HDCP & HDMI 1.3 Compliant.

y" Worldwide Power Supply - 100-240V AC.

y Standard 19” Rack Mount Size - 1U. Rack “ears” included.

VP-2K 1:2 Computer Graphics Video & Stereo Audio Distribution Amplifier GROUP 1

The VP-2K is a high-performance distribution amplifier for computer graphics video signals, with
resolutions up to and including UXGA, and unbalanced stereo audio signals. The unit takes one input
and distributes the signal to two identical outputs.

FEATURES

y High Bandwidth - 380MHz (-3dB).
y" HDTV Compatible.

y Kramer Kr-isp® Advanced Sync Processing - Ensures compatibility with a wide range of computers
(even if the sync level is too low) by restoring the sync signal waveform. Kr-isp® advanced sync
processing can be enabled or disabled.

y Level (Gain) & EQ (Peaking) Controls.
y  Audio Level Control.

y" Selectable AC/DC Coupling.

y" ID Bit Control.

y  Compact MultiTOOLS® - 3 units can be rack mounted side-by-side in a 1U rack space with the
optional RK-13 universal rack adapter.

www.kramerelectronics.com NEW PRODUCTS SUMMER 2010 3 m



SWITCHERS & ROUTERS

VP-27 12-Input Multi-Format Presentation Switcher

GROUP 2

The VP-27 is a high-performance multi-format presentation switcher for
composite video, s-Video, computer graphics video and stereo audio
signals. It operates as a 4x1 composite video, 4x1 s-Video and a 4x1
computer graphics video switcher each with unbalanced stereo audio.

FEATURES

y  High Bandwidth - Computer graphics video (415MHz), s-Video (Y)
(725MHz), composite (683MHz).

y HDTV Compatible.

y  Audio Level Memory - Remembers and returns to the last audio level
setting during switching.

y Condenser or Dynamic Microphone - DIP-switch selectable.

y Microphone & Audio Mixing - Input selectable master audio output.

y Mic Talk-Over - Mutes master audio output when mic signal is
sensed.

y Level Controls - Master audio output, microphone input.

y" Flexible Control Options - Front panel, RS-232 & IR (included).
y" Front Panel Control Lockout.

y" Worldwide Power Supply - 100-240V AC.

y Standard 19” Rack Mount Size - 1U. Rack “ears” included.

VP-4x8AK 4x8 Computer Graphics Video & Stereo Audio Matrix Switcher GROUP 2

The VP-4x8AK is a high-performance matrix switcher for computer
graphics video signals, with resolutions up to and exceeding UXGA, and
unbalanced stereo audio signals. The unit can route any inputs to any
or all outputs simultaneously and converts the audio to balanced stereo
audio outputs.

FEATURES

m 4 NEW PRODUCTS SUMMER 2010

y High Bandwidth - 360MHz (-3dB).

y HDTV Compatible.

y Kramer Kr-isp® Advanced Sync Processing - Ensures compatibility
with a wide range of computers (even if the sync level is too low) by
restoring the sync signal waveform. Kr-isp® advanced sync processing
can be enabled or disabled.

y" Memory Locations - Stores multiple switches as presets to be recalled
and executed when needed.

y" VGA Input Loop - For each channel.

y" Take Button - Executes multiple switches all at once.

y Audio Breakaway Switching.

y Active Input Indication™ Reporting - Each input button on the front
panel automatically lights up when the unit detects a video signal on
that input.

y Delayed Switching™ Mode - Glitch-free switching of non-genlocked
sources by setting the transition time of a switch from O to 3.5sec.

y" DC Coupled Inputs and Outputs.

y" Front Panel Control Lockout.

y" Audio Level Controls - Each input and output.

y" Flexible Control Options - Front panel, RS-232 (K-Router™ Windows®-
based software is included), RS-485, Ethernet and IR remote
(included).

y" Worldwide Power Supply - 100-240V AC.

y Standard 19” Rack Mount Size - 2U. Rack “ears” included.

www.kramerelectronics.com



SWITCHERS & ROUTERS

VP-8x8AK 8x8 Computer Graphics Video & Stereo Audio Matrix Switcher GROUP 2

The VP-8x8AK is a high-performance matrix switcher for computer
graphics video signals, with resolutions up to and exceeding UXGA, and
unbalanced stereo audio signals. The unit can route any or all inputs to
any or all outputs simultaneously and converts the audio to balanced
stereo audio outputs.

FEATURES

y High Bandwidth - 360MHz (-3dB).
y HDTV Compatible.
vy Kramer Kr-isp® Advanced Sync Processing - Ensures compatibility

with a wide range of computers (even if the sync level is too low) by
restoring the sync signal waveform. Kr-isp advanced sync processing

can be enabled or disabled.

Yy Memory Locations - Stores multiple switches as presets to be recalled
and executed when needed.

VS-21DP-IR 2x1 DisplayPort Switcher with IR

y Take Button - Executes multiple switches all at once.

y" Audio Breakaway Switching.

y Active Input Indication™ Reporting - Each input button on the front
panel automatically lights up when the unit detects a video signal on
that input.

y Delayed Switching™ Mode - Glitch-free switching of non-genlocked
sources by setting the transition time of a switch from O to 3.5sec.

y" DC Coupled Inputs and Outputs.

vy Front Panel Control Lockout.

y" Audio Level Controls - Each input and output.

y Flexible Control Options - Front panel, RS-232 (K-Router™ Windows®-
based software is included), RS-485, Ethernet and IR remote
(included).

Yy Worldwide Power Supply - 100-240V AC.
y Standard 19” Rack Mount Size - 2U. Rack “ears” included.

GROUP 2

The VS-21DP-IR is a high-performance switcher for DisplayPort signals. The unit switches either of
2 inputs to a single output.

FEATURES

y Max. Data Rate - 10.8Gbps (2.7Gbps per video stream).

y" DisplayPort Output - Provides high-resolution and up to 16-bit color over 4 video streams.
y" HDCP Compliant.

y HDTV Compatible.

y" Flexible Controls - Front panel, contact closure and IR remote (included).

y" Compact Kramer TOOLS™ - 3 units can be rack mounted side-by-side in a 1U rack space with the
optional RK-3T rack adapter.

VS-211HDMI 2x1 Automatic HDMI Standby Switcher NEW GROUP 2

www.kramerelectronics.com

The VS-211HDMI is a high-performance automatic standby switcher for HDMI 1.3 video signals. The
unit automatically switches to the secondary input whenever the primary video signal is interrupted.
If the primary signal reappears, the unit automatically switches back to the primary input.

FEATURES

y Max. Data Rate - Up to 2.25Ghps.
y HDTV Compatible.
y HDCP and HDMI 1.3 Compliant.

y" Active Switching - Automatically switches to the secondary input when the primary is lost, and
back to the primary when it is detected.

y" Primary Input Selector Switch.
y" Contact Closure - For remote manual switching override.
y" Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 1U rack space with the

optional RK-3T rack adapter.
NEW PRODUCTS SUMMER 2010 5 m



CONTROL SYSTEMS

Site-CTRL™ Network Remote Control Management and Monitoring Software GROUP 3

Kramer Site-CTRL™ is a powerful AV asset management tool. It offers real-time network monitoring and control of Kramer Master controllers
installed at an AV site and all the connected AV equipment. The Kramer Site-CTRL downloadable version can monitor and control up to 100 Kramer
Master controllers. For larger installations, a similar solution is also available.

FEATURES

y Single Page Overview - Summarizes the entire installed AV site on a single page.

y Status Reporting - Reports the communication status for each room, the status of the local display devices and remaining lamp life for
projectors.

y" Performs Routine Procedures - Initiates simple ON/OFF macros, switches display devices to standby mode.

y Accesses Built-in Web Pages of Master Controllers - For remote operation of more room specific functions.

y" Event Handling - Raises alerts and sends e-mails when prompted by a user-defined special event that requires intervention.
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Access Built-in Web Pages of Master Controllers
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RC-3TB Remote Control Panel NEW

CONTROL SYSTEMS

GROUP 3

FEATURES

The RC-3TB remotely replicates buttons of a master room controller, such as the SL-14RC.

y" Three-Button Faceplate.

y  K-NET™ Control Channel - For connecting individual and daisy-chaining multiple panels.
y" Variable Button Assignments - Via 8-position rotary switch.

y* Configurable with RC-SV Software.

y Size - Mounts in a dedicated TBUS frame or in table boxes.

RC-52N 6-Button Universal Room Controller

GROUP 3

P nosn

A European version
<« USA version

RC-53D 6-Button User Interface for Master Room Controller

The RC-52N is a 6-button room controller for multimedia rooms. It
controls audio components, video components, and other room facilities
such as lights and screens.

FEATURES

y 6 Back lit & Label Capable Buttons.

y" Macro Capability - Carry out multiple commands with a single press
of a button.

y 1 USB - For uploading configuration file and supplying DC power
during configuration.

y 1 RS-232 - Controls AV equipment such as projectors, LCD and PDP
displays, power amplifiers, switchers and scalers.

y 1 IR Out - Additional control port for AV equipment.

y IR Features - Learns commands from IR remotes and functions as
an IR repeater.

y Lock Out Feature - Can be locked and unlocked to prevent
tampering.

y Wall Plate Sizes - 1 Gang U.S.A., 1 Gang EU. Available in white.

GROUP 3

European version A
USA version p

www.kramerelectronics.com

The RC-53D is a 6-button slave user interface panel. It works with
master room controllers, such as the Kramer SummitView™ BrainBox
or the SL Series Master Room Controllers to extend control of AV
equipment in any room.

FEATURES

y 6 Programmable Buttons - Color, backlit and label capable.

y" Programmable Back-Lit LCD Group Labels.

y Controls - Digital volume control adjustment knob with volume LED
indicators.

y 2 K-NET™ Connectors - Connects to other control panels or a central
control processor.

y" K-NET™ Control Channel - Provides power and control data to the wall
plate controllers over a single cable.

y Wall Plate Sizes - 2 Gang U.S.A., 2 Gang EU. Available in white.

NEW PRODUCTS SUMMER 2010 7



CONTROL SYSTEMS

SL-1 5-Port Master Room Controller

GROUP 3

SL-10 9-Port Master Room Controller

The SL-1 is a master room controller. It controls audio components, video components and other
room facilities such as lights and screens.

FEATURES

y" 2 Bi-directional RS-232 Ports - Control AV equipment such as projectors, LCD and PDP displays,
power amplifiers, switchers and scalers.

y" 3 Relay Contact Closure Ports - Conveniently control other room items related to the AV system
such as raising and lowering drapes, the screen or the projector.

y IR Control - 1 input (3.5mm) & 2 outputs (terminal blocks).

y IR Learning Function - Learns commands from any IR remote.

y Kramer Site-CTRL™ Compatible - For network remote control and management using Kramer
Site-CTRL software over the Ethernet port.

y K-NET™ Control Channel - For connecting compatible user interfaces and supplying power and
control data over a single cable.

y  USB Port - For uploading configuration file.

y Flexible Control - Ethernet, K-NET™, IR sensor and external IR commands.

y" Compact Kramer TOOLS™ - 3 units can be rack mounted side-by-side in a 1U rack space with the
optional RK-3TR rack adapter.

GROUP 3

The SL-10 is a master room controller. It controls audio components, video components and other
room facilities such as lights and screens.

FEATURES

y' 2 General Purpose 170 Ports - Can be configured as analog inputs, digital inputs, or digital outputs
for interfacing with a variety of devices such as sensors, switches, LEDs, and relays.

y 2 Bi-directional RS-232 Ports - Control AV equipment such as projectors, LCD and PDP displays,
power amplifiers, switchers and scalers.

y 5 Relay Contact Closure Ports - Conveniently control other room items related to the AV system
such as raising and lowering drapes, the screen or the projector.

y IR Control - 1 input (3.5mm) & 3 outputs (terminal blocks).

y" IR Learning Function - Learns commands from any IR remote for customized control of external
sources.

vy~ 1 RS-485 Serial Port.

y Kramer Site-CTRL™ Compatible - For network remote control and management using Kramer
Site-CTRL software over the Ethernet port.

y K-NET™ Control Channel - For connecting compatible user interfaces and supplying power and
control data over a single cable.

y  USB Port - For uploading configuration file.

y Status LEDs - 5 relay, 4 IR, 2 general purpose, Ethernet, K-NET™, RS 485 and RS-232.

y Flexible Control - Ethernet, K-NET™, RS-485, IR sensor and external IR commands.

y  Compact MultiTOOLS® - 4 units can be rack mounted side-by-side in a 1U rack space with the
optional RK-1 universal rack adapter.

8 NEW PRODUCTS SUMMER 2010 www.kramerelectronics.com



SL-12 16-Port Master Room Controller

CONTROL SYSTEMS

GROUP 3

SL-14RC 12-Button Master Controller NEW

The SL-12 is a master room controller. It controls audio components, video components and other
room facilities such as lights and screens.

FEATURES

y 4 General Purpose I/0 Ports - Can be configured as analog inputs, digital inputs, or digital outputs
for interfacing with a variety of devices such as sensors, switches, LEDs, and relays.

y" 4 Bi-directional RS-232 Ports - Control AV equipment such as projectors, LCD and PDP displays,
power amplifiers, switchers and scalers.

y" 8 Relay Contact Closure Ports - Conveniently control other room items related to the AV system
such as raising and lowering drapes, the screen or the projector.

y IR Control - 2 inputs (on two 3.5mm) & 4 outputs (on terminal blocks).

y IR Learning Function - Learns commands from any IR remote for customized control of external
sources.

vy 1 RS-485 Serial Port.

y Kramer Site-CTRL™ Compatible - For network remote control and management using Kramer
Site-CTRL software over the Ethernet port.

y K-NET™ Control Channel - For connecting compatible user interfaces and supplying power and
control data over a single cable.

y" USB Port - For uploading configuration file.

y Flexible Control - Ethernet, K-NET™, RS-485, IR sensor and external IR commands.

y' Compact MultiTOOLS® - 4 units can be rack mounted side-by-side in a 1U rack space with the
optional RK-13 universal rack adapter.

GROUP 3

The SL-14RC is a highly versatile master room controller that acts as
an all-in-one extended remote control panel for control of AV equipment.
Optional 3-button remote control panels remotely duplicate the
functionality of its front panel push buttons.

FEATURES

y 12 Configurable Front Panel Pushbuttons.

www.kramerelectronics.com

y 1 General Purpose I/0 Port - Configures as an analog input, digital
input, or digital output for interfacing with a variety of devices such as
sensors, switches, LEDs, and relays.

y 6 Bi-directional RS-232 Ports - Control AV equipment such as
projectors, LCD and PDP displays, power amplifiers, switchers and
scalers.

y 2 Relay Contacts - Control other room items related to the AV system,
such as raising and lowering drapes, screen or projector.

y 2 Output IR Control

y IR Learning Function - Learns commands from any IR remote.

y" Kramer Site-CTRL™ Compatibility - Works with Kramer Site-CTRL
software for network remote control and management over the
Ethernet port.

y K-Net™ Control Channel - Connects compatible user interfaces and
supplies power and control data over a single cable.

y Flexible Control Options - Via front panel, Ethernet and K-NET.

y Standard 19” Rack Mount Size - 1U. Rack “ears” included.
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CONTROL SYSTEMS

SV-301xI SummitView™ Computer Graphics Video & Stereo Audio Wall Plate GROUP 3

A European version
<« USA version

SV-306 SummitView™ HDMI & IR Wall Plate

The SV-301xl is a wall plate for computer graphics video & stereo audio
signals. The unit is part of the SummitView™ media room solution and
converts the signals to a twisted pair signal to connect to the SV-551/
SV-552 BrainBox™ processor/controller.

FEATURES

y" Front Connections - 15-pin HD & stereo 3.5mm.

y" Rear Connections - RJ-45 on US version, easy-insert CAT 5 terminal
on EU version.

y Enhanced EDID (Extended Display Identification Data). - The unit can
store an EDID for its input in non-volatile memory as well as having a
default EDID if one is not stored. This allows a convenient and reliable
connection to the source.

y Power Connect™ System - Power to the unit is provided from the
SV-551/SV-552 via the CAT 5 cable.

y Wall Plate Size - 1 Gang US. 1 Gang EU. Available in white. (US
version includes a removable wall plate frame).

GROUP 3

The SV-306 is a wall plate for HDMI and IR signals. The unit is part of
the SummitView™ media room solution and converts the signals to a

? twisted pair signal to connect to the SV-552 BrainBox™ processor/
e controller.
= - - FEATURES
= A European version y' Front Connections - 1 HDMI and 3.5mm (for IR emitter).
<« USA version y" Rear Connections - RJ-45 on US version, easy insert CAT 5 terminal
on EU version.
y Power Connect™ System - Power to the unit is provided from the
SV-552 via the CAT 5 cable.
y Wall Plate Size - 1 Gang US. 1 Gang EU. Available in white. (US
version includes a removable wall plate frame).
SV-307 SummitView™ DVI & Stereo Audio Wall Plate GROUP 3

The SV-307 is a wall plate for DVI and stereo audio signals. The unit is part of the SummitView™
media room solution and embeds the audio then converts the signal to a twisted pair signal to
connect to the SV-552 BrainBox™ processor/controller.

FEATURES

y Front Connections - 1 DVI & 3.5mm for stereo audio.

y Rear Connections - RJ-45.

y  Power Connect™ System - Power to the unit is provided from the SV-552 via the CAT 5 cable.
y Wall Plate Size - 3 Gang US. Available in white.
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CONTROL SYSTEMS

SV-552 SummitView™ BrainBox™ Processor/Switcher & Room Controller GROUP 3

The SummitView™ SV-552 processor/switcher is the heart of the system for audio and video signal
distribution and room control. From one or more wall plate room controllers, the SV-552 switches
up to six audio and video sources to a large screen display in their native formats, amplifies the
audio to a pair of speakers, and controls room facilities such as lights and a screen.

FEATURES

y" Video Inputs - 6 RJ-45 from 6 wall plates via CAT 5: 3 computer graphics video, 2 composite &
1 DVI/HDMI.

y" Video Outputs - 15-pin HD (for computer graphics video), RCA (for composite video) & DVI with
embedded audio.

y Audio Inputs - Unbalanced stereo audio (from the composite, computer graphics video and
embedded audio from the DVI & HDMI wall plate input modules.

y AUX Audio Input - Mixes an additional audio source (line or mic). Phantom power (if required).

y Audio Outputs - 1 stereo speakers, 1 monitor, 1 line & embedded audio on the DVI output.

y" De-Embedds HDMI & DVI Audio.

y" Flexible Control Options - SummitView™ controllers via K-Net™ channel. Also supported: Ethernet,
RS-232, 10V volume control and front panel switching.

y" K-Net Control Channel - Provides power and control data to the wall plate controllers over a single
cable.

y Power Connect™ System - The SV-552 provides power to the wall plate input units via the CAT
5 cables.

y" Control Ports - Control AV equipment with 2 RS-232, 1 RS-485, 1 IR, 2 relays, and Ethernet
ports.

y Kramer Site-CTRL™ Compatible - For network remote control and management using Kramer
Site-CTRL software over the Ethernet port.

y Remote Volume Control - Adjusts volume (line & speaker) from an RC-63 or other compatible
controller.

y Internal Clock - Schedules recurring tasks, define system shutdown timer for economic operation,
and more.

y USB Port - For programming.

y" Mounting Options - RK-551 19" rack adapter or mounts in SV-1 mounting kit above the ceiling
mount projector.

WP-500 Wall Plate Solution for Simple Room Control and Signal Switching GROUP 3
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The WP-500 is a switcher for computer graphics and composite video with stereo audio. It routes
one of three AV sources to the inputs of the display device and controls the display by IR or RS-232
commands.

FEATURES

y Front Panel Connections - 2 computer graphics video on 15-pin HD connectors, each with
unbalanced stereo on 3.5mm connectors; 1 composite video with unbalanced stereo on RCA
connectors; 1 microphone input on a 3.5mm connector.

y Rear Panel Connections - 1 RGBHV, 1 composite video, 2 audio outputs on terminal block
connectors.

y" Controls - 2 volume control knobs: 1 audio and 1 microphone; front panel buttons: 1 projector
power and 3 input selection. Each button is programmable to perform command macros such
as changing projector inputs.

y Display Control Ports - IR and bi-directional RS-232 for controlling the display device.

y Enhanced EDID (Extended Display Identification Data) - The unit can store and recall a default EDID
setting in non-volatile memory allowing convenient and reliable connection to the source.

y Kramer Site-CTRL™ Compatible - For network remote control and management using Kramer
Site-CTRL software over the Ethernet port.

y  Wall Plate Size - 3 Gang U.S.A.
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CONTROL SYSTEMS

PL-8 Low-Voltge Relay Controller NEwW

GROUP 3

KRAMER TOOLS

PL-50 5-Input AC Power Controller Monitor

The PL-8 is a high-performance relay controller. The unit connects to up to eight devices for the
simplified and centralized control of room functions (such as lighting, closing blinds, and so on) over
a K-NET™ network.

FEATURES

y 8 Relays - For controlling up to 8 devices or room elements, such as blinds, lights, screen,
projector lift, and so on.

y Extends SummitView™ Control - Can be controlled by SV-551, RC-62 and RC-63 SummitView™
control units.

y K-NET™ Control Channel - For connecting compatible user interfaces and supplying power and
control data over a single cable.

y Indicator LEDs - LINK indicates active communication, ON indicates power.
y Firmware Upgrade Via RS-232.

y  Compact Kramer TOOLS™ - 3 units can be rack mounted side-by-side in a 1U rack space with
the optional RK-3TR rack adapter.

GROUP 3

The PL-50 is a power controller that monitors and controls up to five
power channels by detecting the power status of the connected units.
Using an embedded web page, the unit can schedule outlet activity and
manage alarm response.

FEATURES

[ IR BT -.--. - y Embedded Web Page Control - Schedules outlet activity, event

RC-4 Infrared Remote Controller

response, sets status of each channel separately, and so on.
y Alarm Management - Detects changes in the state of any channel,

triggering an alarm or any other room activity via e mail or via the
relay.

y" Status Change - Preset level buttons measure the standby mode and
the active mode for reference.

y Alarm - Relay or via Web page.

y Indicators - A green active LED and an orange standby LED per
channel, indicate the status of the outlet.

y" Max. Power Capacity - 10A total.

y Flexible Control Options - Front panel, RS-232 (K-Router™ Windows®-
based software is included), RS-485, Ethernet, USB and IR remote.

y" Versions for European and American Voltages.

y Standard 19” Rack Mount Size - 1U. Rack “ears” included.

GROUP 3

The RC-4 is a handheld infrared remote controller for multimedia rooms. It functions as a part of the
SummitView™ system to control audio components, video components and other room facilities
such as lights and screens.

FEATURES

v 4 Source Selection Buttons.
y Controls the SL Series Master Room Controllers and SV-552.
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FORMAT & STANDARD
CONVERTERS

FC-113 HDMI to 3G HD-SDI Format Converter GROUP 4
L I The FC-113 is a high-performance format converter for HDMI signals. It converts an HDMI input
F signal to two identical 3G HD-SDI output signals with embedded audio.
FEATURES

y Max. Data Rate - 3Gbps.

y HDTV Compatible.

y Multi-Standard Operation - SDI (SMPTE 259M), HD-SDI (SMPTE 292M), and 3G HD SDI (SMPTE
424M).

y Active Input™ LED Reporting - Green indicates standard definition (SDI), blue indicates a high-
definition (HD-SDI) input signal, flashing indicates HDCP on the HDMI signal.

y HDCP Encryption - Since the HD-SDI standard does not support HDCP, the status LED flashes
when an HDCP encrypted input signal is detected, indicating that the input signal cannot be
converted.

y  Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 1U rack space with the
optional RK-3T rack adapter.

FC-321 2x1 3G HD-SDI to HDMI Format Converter GROUP 4
l L The FC-321 is a high-performance format converter for 3G HD-SDI signals. It converts one of two
: 3G HD-SDI signals to an HDMI output signal with the same resolution and frame rate.

FEATURES

y Inputs - 2 3G HD-SDI on BNC connectors.
y Outputs - 1 HDMI.

y HDTV Compatible.

y Audio Group De-embedded Selection.

v Multi-Standard Operation - SDI (SMPTE 259M and SMPTE 344M), HD-SDI (SMPTE 292M) and
3G HD-SDI (SMPTE 424M).

y" Active Input & Output LED Indicators.

y" Switching - Front panel and IR remote (included).

y" Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 1U rack space with the
optional RK-3T rack adapter.

FC-322 2x1:2 3G HD-SDI to HDMI Format Converter GROUP 4

The FC-322 is a high-performance format converter for 3G HD-SDI signals. It converts one of two
3G HD SDI signals to two HDMI output signals with the same resolution and frame rate.

FEATURES

y Inputs - 2 3G HD-SDI on BNC connectors.
y Outputs - 2 HDMI.

y HDTV Compatible.

y" Audio Group De-embedded Selection.

y Multi-Standard Operation - SDI (SMPTE 259M and SMPTE 344M), HD-SDI (SMPTE 292M) and
3G HD-SDI (SMPTE 424M).

y" Active Input & Output LED Indicators.

y Switching - Front panel and IR remote (included).

y" Compact DigiTOOLS® - 3 units can be rack mounted side-by-side in a 1U rack space with the
optional RK-3T rack adapter.
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